GENERAL NOQTES

THIS SECTION SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE PLANS: THE “STANDARD SPECIFICATIONS
FOR ROAD AN BRIGGE CONSTRUCTION™ ADOPTEDR JANUARY 1, 2012; AND THE SPECIAL PROVISIONS
INCLUDED IN THE PROPOSAL

THIS PROJECT [S LOCATED ON KAl ROUTE 70 £ [-70) IN EFFINCGHAM AND FAYETTE COUNTIES, FROM
ALTAMONT TO TWO MILES WEST OF S5T. ELMO, THE WORK INCLUGED IN SECTION (26-5,26-5-1,25-1-1IR
CONSISTS OF A DECK REPLACEMENT ON STRUCTURE NUMBER 026-0033, HOT-MIX ASPHALT SURFACE
REMOVAL, PCC PAVEMENT RUBBLIZATION, HOT-MIX ASPHALY RESURFACING, INSTALLATION OF UNDERDRAINS,
AGCREGATE SHOULDERS, PAVEMENT MARKING, STELL PLATE BEAM GUARDRAIL, AND ANY OTHER WORK
NECESSARY TO COMPLETE THE SECTION,

PLAM DIMENSIONS AND DETATLS RELATIVE TO THE EXISTING STRUCTURES HAVE BEEN TAKEN FROM
EXISTING PLANS AND ARE SUBJECT TO NOMINAL CONSTRUCTION VARTATIONS, IT SHALL BE THE
CONTRACTORS RESPONSIBILITY TO VERIFY DIMENSIONS AND DETAILS IN THE FIELD AND MAKE NECESSARY
APPROVED ADJUSTMENTS PRIQR TO CONSTRUCTION OR DRGERING OF MATERIAL, SUCH YARIATIONS SHALL
NOT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A CHANGE IN THE SCOPE OF THE WORK. THE
CONTRACTOR WILL BE PAID FOR THE OUANTITY FURNISHED AT THE UNMIT PRICE BID FOR THE WORK,

ARE [INCLUDED TQ EXTEND ABUTMENT DRAINS TO TQE OF
THE SLOPE.  ALL WORK NECESSARY TO ATTACH THE PIPE DRAIN TO THE ABUTMENT DRAIN PIPE,
TRENCHING IN THE PIPE DRAINS, [NSTALLING THE PIPE DRAIN TO THE CONCRETE HEADWALLS., AND
SEEDING CLASS 2 IS INCLUDED (M THE PAY ITEM QF PIPE DRAINS 4°,

OM STRUCTURE NUMBER QZ6-0055 PIPE DRAINS

PAVEMENT MARKING SHALL BE APPLIED IN ACCORDANCE WITH SECTION 780 OF THE STANDARD
SPECIFICATIONS, SHORT TERM PAVEMENT MARK[NG SHALL BE APPLIED TQ THE MILLED SURFACE,
BITUMINOUS MATERIALS (PRIME COATH, HOT-MIX ASPHALT BINDER, AND HOT-MIX ASPHALT SURFACE
COURSE AS SPECIFIED IN SECTION 703 OF THE STANDARD SPECIFICATIONS, TEMPORARY TAPE SHALL BE
USED ON THE SURFALE COURSE AND HOT-MIX ASPHALT SHOULDERS. PAINT SHALL BE USED ON MILLED
SURF ACES.

THE TOTAL CGUANTITY QF THERMOPLASTIC PAVEMINT MARK[NG ~ LINE 4"
OF YELLOW AND 88936 FEET OF WHITE,

CONSISTS QF B93578 FEET

THE TOTAL CQUANTITY OF PREFORMED PLASTIC PAVEMENT MARKING,
21070 FEET OF WHITE,

TYPE B - LINE 67 LONSISTS CF

THE TOTAL CGUANTITY OF TWERMOPLASTIC PAVEMENT MARKING - LINE 8" CONSISTS OF 2573 FREY
OF WHITE,

THE RAISED REFLECTIVE PAVEMENT MARKERS S$SHALL BE PLACED AS DOUBLE MARKERS ON I-70 AS SHOWN ON
STANDARD 781001, THE TOTAL QUANTITY OF RALSED REFLECTIVE PAVEMENT MARKERS I35 2750 ONE-WAY
CRYSTAL AND 22 GNE-WAY AMBER.

REMOVAL OF TEMPORARY CONCRETE BARRIER FROM THE PROJECT S1TE SHALL BE CONSIDERED INCLUDED IN
THE PAY ITEM RELOCATE TEMPORARY CGNCRETE BARRIER AND NO ADDITIONAL COMPENSATION WlLL BE
ALLOWED FOR REMOVING THE TEMPORARY CONCRETE BARRIER,

THE EXISTING DELINEATORS WITHIN THE PROJECT LIMITS SHALL BE REMDVED AND SATISFACTORILY
DISPOSEDR GF OFF THE PROJECT S1TE, THE £0ST OF REMOVING AND DISPOSING OF THE DELIMEATORS
SHALL BE COMSIDERED INCLUDED IN THE COST OF THE PROPOSED DEL INEATORS AND KD ADRDITIONAL
COMPENSATION WILL BE ALLOWED.

THE TREES LISTED IN THE PLANS SHALL BE APPROVED FOR ACCEPTANCE BY THE DISTRICY ROADSIDE
MATNTENANCE TECHNICIAN, (2171-342-8249, THE LOCATIONS OF THE TREES SHALL BE DETERMINED AND
STAKED 8Y TONY SMITH, EFFINGHAM COUNTY FIELD TECHNICIAN AND RANDY KGHNERT, FAYETTE COUNTY
FIELD TECHNICIAN. THE RESIDENT ENGINEER NEEDS TO CONTACT TONY SMITH AT [217) 994-1203 AND
RANDY KOHBMERT AT (2177-994-1202 TGO HBAVE THEM PROVIGE LOCATIONS FOR THE TREE MITIGATION. IT
[S THE INTENT GF THE DEPARTMENT TO HAVE THE CONTRACTOR PLANT THE TREES WITHIN THE PROJECT
LIMITS TO FORM LIVING SNOW FEMCES., THE CONTRACTOR SHALL BE RECQUIRED 70 GIVE TWO WEERKS NOTICE
TO SCHEDULE A TIME FOR THE LOCATIONS 70O BE STAKED 8y THE FIELD TECHNICIANS AND ON THE SAME
QAY THE TREES SHALL BEL DELIVERED TO THE JOBSITE FOR ACCEPTANCE OF THE FLANTING MATERIAL BY
THE DISTRICT ROADSIDE MAINTEMAMCE TECHMICIAN

THE MATERIAL USED FOR AGGREGATE WEDGE SHOULDERS,
CONCRETE,

TYPE B SHALD BE CRUSHED STONE OR CRUSHED

THE PAY [TEM TEMPORARY RAMP HAS BEEN INCLUDED FOR THE COMSTRUCTION OF TEMPORARY RAMPS IN
ACCORDANCE WITH ARTICLE 406, 08 OF THE STANDARD SPECIFICATIONS, THE £0ST PER SQUARE YARD
SHALL [NCLUDE BOTH. THE TNSTALLATION AND THE REMDVAL OF THE TEMFORARY RAMPS, TEMPORARY RAMPS

GENERAL NOTES (Cont’ &)

THE RESIDENT ENGIMEER SHALL BE THE SOLE JUDGE COMCERNING THE CURING TIME FOR THE YARIOQUS
HOT-MIX ASPHALY LIFTS,

THE CONTRACTOR SHALL PROVIDE INTERNET ACCESSIBILITY TG THE HOT-MIX ASPHALT PLANT QUALITY
CONTROL LAB SO THAT HOT-MIX ASPHALT PLANT REPORYS CANM BE E-MAILED YO THE DISTRICTY
HEAGQUARTERS.  THIS WORK SHALL BE INCLUDED IN THE COST OF ALL HOT-MIX ASPHALT I1TEMS

IN ADDITION TCG THE REQUIREMENTS I ARTICLE 701.15{ ),
THE CONTRACTOR.

A LAPTOP COMPUTER SHALL BE SUPPLIED BY

RUBBLIZAYION SHALL BE BY METHOD [ AS DESCRIBED IN THE SPECIAL PROVISIONS,
A LOADED MATERIAL TRANSFER DEVICE MAY CROSS STRUCTURES QZE-0023 AND (26-0024.

THE COST OF REMOVAL OF EXISTING GUARD POSTS SHALL BE INCLUDED IN THE CONTRACT
UNIT PRICE PER EACH FOR GUARD POSTS AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

A UNIFORMLY STRAIGHT SAW CUT SHALL BE MADE AT LOCATIONS WHERE PROPOSED NEW CONSTRUCTION WILL
ABUT EXISTING HOT-MIX ASPHALT SURFACES. THE SAW CUT SHALL BE MADE FULL DERTH THROUGH THE
EXISTING SURFACE. THIS WORK WilLi BE CONSIDERED INCLUDED IN THE COST OF THE CONTRALT ITEMS
[MVOLVED AND NO EXTRA COMPENSATION WILL BE ALLOWED.

THE LOCATIOQNS ANG/OR DEPTHS OF UNDERGROUNMD UTILITIES SHOWN HAVE BEEN TAKEN FROM [NFORMATION
FURNISHED BY THE UTILITY OWNERS AND MUST BE CONSIDERED APPROXIMATE. FIELD MARKINGS OF
UTILITIES IN CRITICAL AREAS MAY BE OBTAINED BY PROVIODING A MINIMUM OF 26 HOURS ADVANCE
NOTICE THROUGH THE J U L. [.E. SYSTEM BY CALLING BDG-892-0123

THE FOLLOWING MIXTURE REQUIREMENTS ARL APPLICABLE FOR THIS PROJECT:

APPLICATION AC/ PG DESION AIR MIXTURE FRICTION
YOIDS COMPOSITION AGGREGATE

POLYMERIZED HMA

SURFACE L{OURSE, $BS PG 76-22 4.07 © M=BO L - 12.5 N/ A

SMA, NBD

HMA SURFACE {OQURSE, PG &4-22 4,04 2 N80 L -85 MIX D

MIX D', NSO

POLYMERIZED HMA

BINQER COURSE, 388 PG TR-22 4.0 & h=290 L - 1% 0 FG NSA

iL-19.0 FG N90

HMA BINDER COURSE. PG £4-22 4. 0% & N390 It - 1%.¢ N &

L - 19,0 N30

HMA BASE COURSE, PG 64-22 4.04 & N=90 L - 19,0 NAA

G 34~

HM& LEVEL ING BINDER, PG B4-22 4.0% & N:=90 iL - 85 WA

NIQ

HM& SHOULDERS. 13" PG 84-22 .07 & N:TQ o~ 19.0 NA

BOTTOM LIFT (8"

HMA SHOULDERS, 137 PG 84-22 4.07% @ N=TQ L - 19.0 N/A

LIFT ®2 ca

HMA SHOULDERS, 137 PL $4-22 .07 & N:8Q iL -~ 19.0 M A

LIFT #3 (31

HMA SHOULDERS PG £4-22 4, Q% & N=30 it - 19,00 N A

LIFY #}

HMA SHOULDERS PG §4-22 4, 0% @ Nz30 iL - 9.5L N A

TOF LIFT

THE FOLLOWING RATES OF APPLICATICN HAVE BEEN USED IN THE CALCULATING PLAN QUANTITIES:

SHALL BE INSTALLED AT THE TAPER RATE OF 1:80 (V:H). AGGREGATE SHOULDERS 2. 95 TONS/CU YO
BITUMINOUS MATERIALS {PRIME COATI .05 1B5/30 FT
THE EXISTING PAVEMENT SHBALL BE PATCHED IN ACCORDANCE WITH SECTION 442 OF THE STANDARD BITUMINGUS MATERIALS {PRIME COATI-FOG COAT C. 025 LBS/SQ FT
SPECIFICATIONS AND THE SPECIAL PROVISIONS., PATCHING IS INCLUDED FOR PATCHING THE FAVEMENT HOT-MIX ASPHALT 112 LBS/ S0 YD/ INCH
ON 1-70, AN ESTIMATED QUANTITY OF HOT-MIX ASPHALT FOR PATCHING POTHOLES {COLD MIX3 HAS BEEN STONE MATRIX HOT-MIX ASPRALT 130 LBS/3Q YD/ INEH
[NCLUDED FOR AMY NECESSARY POTHOLE PATCHING.,  THE QUANTITY OF PATCHING SHOWN ON THE PLANS 1S
AN ESTIMATE OMLY AND THE FIMAL LOCATIQONS AND OQUANTITY SHALL BE DETERMINED BY THE ENCINEER TN
THE FIELD
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